JH Series (39 a 110 nHP):

3JH5E (38, 5nHP)

3JH5E (38,5mHP)

Calificacion: Sin calificacion
Precio
Precio Anterior$1

$1

Haga una pregunta sobre este producto

Descripcion

3JH5E.jpg

Rear View

Right Side View

6226 mm (24.51n)

1912 i), o7

420 mim (16.5 in)

max. 110 mm 4.3

min. 10 mm (3.9 in}

Miing elbow
76 mm (3.0 n)

125A Alternator and Serpentine Belt
Now standard, it helps deliver maximum power for the
cruising boater’s needs.

Saildrive Option
A popular feature for those interested in reducing
drag and increasing performance.

Convenient Service Points
Makes it easy to perform routine maintenance

' or handle unexpected repairs.
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JH Series (39 a 110 nHP): 3JH5E (38, 5nHP)

Caracteristicas técnicas:

Potencia kW(mHP)/RPM: 27,8(38,5)/3000

Cilindrada (Lt): 1,642

Cilindros: 3 en Linea

Diametro y Carrera: 88 mm x 90 mm

Alternador: 12V — 125A

Peso sin transmision (kg): 173

Tipo: Diesel marino, refrigerado por agua, 4 tiempos, Vertical
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